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78 Ohm • 20 AWG Stranded (7x28) .038″ TC Conductors • Beldfoil® (100% Coverage) + TC Braid Shield (55% Coverage) • TC Drain Wire

Polyethylene Insulation • Blue Sunlight-resistant PVC Jacket (Color Code: Clear, Blue)
Blue Hose 9463 NEC: 100 30.5 4.2 1.9 20 AWG .154 3.91 Beldfoil .238 6.05 78 66% 19.7 64.6
UL AWM CM CL2 U-500 U-152.4 18.5 8.4 (7x28) +55%
Style 2464 CEC: 500 152.4 18.5 8.4 .038″ TC Braid
(300V 80°C) CM U-1000 U-304.8 37.0 16.8 Tinned 4.1Ω/M′

1000 ▲ 304.8 37.0 16.8 Copper 13.4Ω/km
6000 ▲† 1828.8 222.0 100.9 9.5Ω/M′

10000 ◆ † 3048.0 370.0 168.0 31.0Ω/km

Allen-Bradley P/N 1770-CD • P-7K-SC-182141-MSHA*
▲1000 ft. and 6000 ft. put-ups also available in Brown, Orange or Purple.
◆10000 ft. put-up available in Brown or Orange only.
†Final put-up length may vary ±10% from length shown.)

Polyethylene Insulation • Blue Sunlight-resistant LDPE Jacket (Color Code: Clear, Blue)
Flooded 9463DB — 1000 304.8 33.0 15.0 20 AWG .154 3.91 Beldfoil .240 6.10 78 66% 19.7 64.6
Direct Burial 5000 1524.0 155.0 70.4 (7x28) +55% 
Blue Hose .038″ TC Braid
300V 80°C Tinned 4.1Ω/M′

Copper 13.4Ω/km
9.5Ω/M′

31.0Ω/km

Allen-Bradley P/N 1770-CD

78 Ohm • 20 AWG Stranded (42x36) .038″ TC Conductors • Overall Beldfoil (100% Coverage) + TC Braid Shield (85% Coverage) 

Polyethylene Insulation • Blue Sunlight-resistant PVC Jacket (Color Code: Clear, Blue)
High-Flex 9463F NEC: 1000 304.8 42.0 19.1 20 AWG .154 3.91 Beldfoil .243 6.17 78 66% 19.7 64.6
Blue Hose CM CL2 5000 1524.0 205.0 93.1 (42x36) +85% 
UL AWM CEC: .038″ TC Braid
Style 2464 CM Tinned 5.0Ω/M′
(300V 60°C) Copper 6.4Ω/km

9.5Ω/M′
31.0Ω/km

Allen-Bradley P/N 1770-CD • P-7K-SC-182141-MSHA*

78 Ohm • 20 AWG Stranded (7x28) .038″ TC Conductors • Overall Beldfoil (100% Coverage) + TC Braid Shield (76% Coverage) • Drain Wire

Plenum • FEP Insulation • Blue FEP Jacket (Color Code: Clear, Blue)
High 89463 NEC: 1000 304.8 34.0 15.4 20 AWG .151 3.83 Beldfoil .203 5.16 78 69% 19.7 64.6
Temperature CMP CL2P 2500 762.0 90.0 40.9 (7x28) +76% 
Blue Hose CEC: .038″ TC Braid
300V 200°C CMP FT6 Tinned 4.1Ω/M′

Copper 13.4Ω/km
9.5Ω/M′

31.0Ω/km

Allen-Bradley P/N 1770-CD

DCR = DC Resistance • FEP = Fluorinated Ethylene-propylene • LDPE = Low-density Polyethylene • TC = Tinned Copper

*Pennsylvania Department of Environmental Resources and United States Mine Safety and Health Administration Certification.
†Final put-up length may vary ±10% from length shown.

Industrial Data Solutions® — Industrial Twinax
Blue Hose® Cables
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