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UL Control Cable
600V Type TC Cables
Industrial Grade Sunlight- and Oil-Resistant Jackets

18 AWG Multi-conductor Stranded (7x26) Bare Copper Conductors

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27916A† 2 E2 Bulk Bulk 33.0 49.1 .045 1.14 .180 4.57 44 195.8 2.7 68.58

x x
.266 6.76

27325A†† 2 E2 Bulk Bulk 34.0 50.6 .045 1.14 .270 6.86 44 195.8 2.7 68.58

27334A 3 E2 Bulk Bulk 45.0 67.0 .045 1.14 .280 7.11 66 293.7 2.8 71.12

27326A 4 E2 Bulk Bulk 52.0 77.4 .045 1.14 .310 7.87 88 391.6 3.1 78.74

27335A 5 E2 Bulk Bulk 62.0 92.3 .045 1.14 .330 8.38 110 489.5 3.3 83.82

27600A 6 E2 Bulk Bulk 72.0 107.2 .045 1.14 .350 8.89 132 587.4 3.5 88.90

27327A 7 E2 Bulk Bulk 79.0 117.6 .045 1.14 .350 8.89 154 685.3 3.5 88.90

27601A 8 E2 Bulk Bulk 89.0 132.5 .045 1.14 .390 9.83 176 783.2 3.8 96.52

27336A 9 E2 Bulk Bulk 104.0 154.8 .045 1.14 .410 10.41 198 881.1 4.1 104.14

27328A 10 E2 Bulk Bulk 111.0 165.2 .060 1.52 .450 11.43 220 979.0 4.5 114.30

27602A 11 E2 Bulk Bulk — — .060 1.52 .450 11.43 242 1076.9 4.5 114.30

27329A 12 E2 Bulk Bulk 127.0 189.0 .060 1.52 .450 11.43 264 1174.8 4.5 114.30

27603A 13 E2 Bulk Bulk 142.0 211.3 .060 1.52 .470 11.94 286 1272.7 4.7 119.38

27604A 14 E2 Bulk Bulk — — .060 1.52 .480 12.19 308 1370.6 4.8 121.92

27605A 15 E2 Bulk Bulk 175.0 260.4 .060 1.52 .510 12.95 330 1468.5 5.1 129.54

27606A 16 E2 Bulk Bulk 167.0 248.5 .060 1.52 .500 12.70 352 1566.4 5.0 127.00

27607A 17 E2 Bulk Bulk — — .060 1.52 .570 14.48 374 1664.3 5.7 144.78

27608A 18 E2 Bulk Bulk 196.0 291.7 .060 1.52 .570 14.48 396 1762.2 5.7 144.78

27609A 19 E2 Bulk Bulk 202.0 300.6 .060 1.52 .570 14.48 418 1860.1 5.7 144.78

27610A 20 E2 Bulk Bulk 214.0 318.5 .060 1.52 .600 15.24 440 1958.0 5.9 149.86

27611A 25 E2 Bulk Bulk 258.0 384.0 .060 1.52 .660 16.76 550 2447.5 6.6 167.64

27612A 30 E2 Bulk Bulk 300.0 446.5 .060 1.52 .690 17.53 660 2937.0 6.6 167.64

27613A 37 E2 Bulk Bulk 360.0 535.8 .080 2.03 .740 18.80 814 3622.3 7.4 187.96

27614A 50 E2 Bulk Bulk 511.0 760.5 .080 2.03 .910 23.11 1100 4895.0 9.1 231.14

27632A 60 E2 Bulk Bulk 627.0 933.1 .080 2.03 .960 24.38 1320 5874.0 9.6 243.84

18 AWG Multi-conductor Stranded (7x26) Bare Copper Conductors • Overall Beldfoil® Shield (100% Coverage) with Drain Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27325AS 2 E2 Bulk Bulk 34.0 50.6 .045 1.14 .270 6.86 67 298 2.70 68.58

27334AS 3 E2 Bulk Bulk 45.0 67.0 .045 1.14 .280 7.11 90 400 2.80 71.12

27326AS 4 E2 Bulk Bulk 60.0 89.3 .045 1.14 .300 7.62 112 498 3.10 81.28

E2 = Refer to Technical Information section for color code.
† Flat construction; overall shield not available.

†† Twisted Conductors.

Bulk = 5000 ft. or 10,000 ft. put-up one piece, ±10%. Check length available for specific construction.

Standard 
Lengths

Ft.

Color
Code

mm

Jacket 
Thickness

Inch mm

Nominal 
OD

Lbs. N

Maximum
Pull Tension

Inch

Part
No.Description

Minimum
Bend Radius

m

WeightNo.
of

Cond. Lbs./
1000′ kg/km Inch mm

12345 A S
Start add add
with Conductor, “S” for
core Insulation, optional
Part Jacket Beldfoil
No. type Shield

To Specify:

Conductor, Insulation and Jacket Options

Bare Tinned Insulation/Jacket
A B PVC-Nylon/PVC
C D XLPE/PVC
E F FRPO/PVC
G H XLPE/TPE
K L TPE/TPE
M N PVC-Nylon/Oil Res II
Q R XLPE/CPE
S T XLPE/Haloarrest® 

Drain Wire

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

Rip Cord

Rip Cord

Note: To specify TC-ER (Exposed Run) rated control cable, simply
replace the second digit of the part number from a 7 to an 8. 
For example: 27080A with TC-ER rating becomes 28080A.

케이블 콘(주) 기술지원팀 :: 콘넥터 문의 0707-434-7701 케이블 문의 0707-434-7702

견적문의 Belden114@CableCon.kr / 0707-434-7704 / Fax. 02-744-0909 / www.CableCon.co.kr



I N D U S T R I A L A U T O M A T I O N  &  P R O C E S S  C O N T R O L C A B L E S 18.65

18
•

In
du

st
ria

l C
ab

le
s

F o r  m o r e  i n f o r m a t i o n ,  c o n t a c t  B e l d e n  Te c h n i c a l  S u p p o r t :  1 - 8 0 0 - B E L D E N - 1 •  w w w . b e l d e n . c o m

UL Control Cable
600V Type TC Cables
Industrial Grade Sunlight- and Oil-Resistant Jackets

16 AWG Multi-conductor Stranded (7x24) Bare Copper Conductors

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27917A† 2 E2 Bulk Bulk 42.0 62.5 .045 1.14 .190 4.83 70 312 2.9 73.66

x x
.290 7.37

27337A†† 2 E2 Bulk Bulk 45.0 67.0 .045 1.14 .299 7.60 70 312 2.9 73.66

27331A 3 E2 Bulk Bulk 55.0 81.9 .045 1.14 .307 7.80 105 467 3.1 78.74

27338A 4 E2 Bulk Bulk 69.0 102.7 .045 1.14 .332 8.18 140 623 3.3 83.82

27339A 5 E2 Bulk Bulk 83.0 123.5 .045 1.14 .360 9.14 175 779 3.6 91.44

27615A 6 E2 Bulk Bulk 96.0 142.9 .045 1.14 .390 9.91 210 935 3.9 99.06

27323A 7 E2 Bulk Bulk 106.0 157.7 .045 1.14 .390 9.91 245 1090 3.9 99.06

27616A 8 E2 Bulk Bulk 122.0 181.6 .045 1.14 .420 10.67 280 1246 4.2 106.68

27340A 9 E2 Bulk Bulk 138.0 200.4 .045 1.14 .450 11.43 315 1402 4.5 114.30

27617A 10 E2 Bulk Bulk 149.0 221.7 .045 1.14 .490 12.45 350 1558 4.9 124.46

27618A 11 E2 Bulk Bulk 161.0 239.6 .045 1.14 .490 12.45 385 1713 4.9 124.46

27341A 12 E2 Bulk Bulk 174.0 258.9 .045 1.14 .500 12.70 420 1869 5.0 127.00

27619A 13 E2 Bulk Bulk 203.0 302.1 .045 1.14 .570 14.48 455 2025 5.7 144.78

27620A 14 E2 Bulk Bulk 223.0 331.8 .045 1.14 .570 14.48 490 2181 5.7 144.78

27621A 15 E2 Bulk Bulk 229.0 340.8 .060 1.52 .590 14.99 525 2336 5.9 149.86

27330A 16 E2 Bulk Bulk 241.0 358.7 .045 1.14 .600 15.24 560 2492 6.0 152.40

27622A 17 E2 Bulk Bulk 267.0 397.3 .060 1.52 .630 16.00 595 2648 6.3 160.02

27623A 18 E2 Bulk Bulk — — .060 1.52 .630 16.00 630 2804 6.3 160.02

27624A 19 E2 Bulk Bulk 287.0 427.1 .060 1.52 .630 16.00 665 2959 6.3 160.02

27625A 20 E2 Bulk Bulk 304.0 452.4 .060 1.52 .660 16.76 700 3115 6.6 167.64

27324A 25 E2 Bulk Bulk 367.0 546.1 .080 2.03 .730 18.54 875 3894 7.3 185.42

27626A 30 E2 Bulk Bulk 428.0 636.9 .080 2.03 .770 19.56 1050 4673 7.7 195.58

27627A 37 E2 Bulk Bulk 514.0 764.8 .080 2.03 .830 21.08 1295 5763 8.3 210.82

27628A 50 E2 Bulk Bulk 723.0 1075.8 .080 2.03 1.000 25.40 1750 7788 10.0 254.00

27633A 60 E2 Bulk Bulk 844.0 1255.9 .080 2.03 1.100 27.94 2100 9345 11.0 279.40

16 AWG Multi-conductor Stranded (7x24) Bare Copper Conductors • Overall Beldfoil® Shield (100% Coverage) with Drain Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27337AS 2 E2 Bulk Bulk 45.0 67.0 .045 1.14 .302 7.67 94 418 3.00 76.20

27331AS 3 E2 Bulk Bulk 55.0 81.8 .045 1.14 .320 8.13 130 578 3.20 81.28

E2 = Refer to Technical Information section for color code.
† Flat construction; overall shield not available.

†† Twisted Conductors.

Bulk = 5000 ft. or 10,000 ft. put-up one piece, ±10%. Check length available for specific construction.

Standard 
Lengths

Ft.

Color
Code

mm

Jacket 
Thickness

Inch mm

Nominal 
OD

Lbs. N

Maximum
Pull Tension

Inch

Part
No.Description

Minimum
Bend Radius

m

WeightNo.
of

Cond. Lbs./
1000′ kg/km Inch mm

12345 A S
Start add add
with Conductor, “S” for
core Insulation, optional
Part Jacket Beldfoil
No. type Shield

To Specify:

Conductor, Insulation and Jacket Options

Bare Tinned Insulation/Jacket
A B PVC-Nylon/PVC
C D XLPE/PVC
E F FRPO/PVC
G H XLPE/TPE
K L TPE/TPE
M N PVC-Nylon/Oil Res II
Q R XLPE/CPE
S T XLPE/Haloarrest® 

Drain Wire

Rip Cord

Rip Cord

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

Note: To specify TC-ER (Exposed Run) rated control cable, simply
replace the second digit of the part number from a 7 to an 8. 
For example: 27080A with TC-ER rating becomes 28080A.
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14 AWG Multi-conductor Stranded (7x22) Bare Copper Conductors

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27080A† 2 E2 1000 304.8 61.0 27.7 .045 1.14 .210 5.33 108 481 3.5 88.90

Bulk Bulk 61.0 27.7 x x
.320 8.13

27636A†† 2 E2 Bulk Bulk 62.0 92.3 .045 1.14 .320 8.13 108 481 3.2 81.28
27081A 3 E2 1000 304.8 86.0 39.0 .045 1.14 .340 8.64 162 721 3.4 86.36

Bulk Bulk 86.0 39.0
27082A 4 E2 1000 304.8 110.0 49.9 .045 1.14 .360 9.14 216 961 3.6 91.44

Bulk Bulk 110.0 49.9
27083A 5 E2 Bulk Bulk 118.0 175.6 .045 1.14 .400 10.16 270 1202 3.9 99.06
27084A 6 E2 Bulk Bulk 140.0 208.3 .045 1.14 .434 11.02 324 1442 4.3 109.22
27085A 7 E2 Bulk Bulk 153.0 227.7 .045 1.14 .433 11.00 378 1682 4.3 109.22
27086A 8 E2 Bulk Bulk 173.0 257.5 .045 1.14 .480 12.19 432 1922 4.7 119.38
27087A 9 E2 Bulk Bulk 196.0 291.7 .045 1.14 .510 12.95 486 2163 5.1 129.54
27088A 10 E2 Bulk Bulk 230.0 342.3 .060 1.52 .588 14.94 540 2403 5.7 144.78
27089A 11 E2 Bulk Bulk 251.0 373.6 .060 1.52 .595 15.11 594 2643 5.9 149.86
27090A 12 E2 Bulk Bulk 270.0 401.8 .060 1.52 .595 15.11 648 2884 5.9 149.86
27091A 13 E2 Bulk Bulk — — .060 1.52 .640 16.26 702 3124 6.3 160.02
27092A 14 E2 Bulk Bulk 308.0 458.3 .060 1.52 .640 16.26 756 3364 6.3 160.02
27093A 15 E2 Bulk Bulk 330.0 491.1 .060 1.52 .670 17.02 810 3605 6.7 170.18
27094A 16 E2 Bulk Bulk 343.0 510.5 .060 1.52 .671 17.04 864 3845 6.6 167.64
27095A 17 E2 Bulk Bulk — — .060 1.52 .700 17.78 918 4085 7.0 177.80
27096A 18 E2 Bulk Bulk — — .060 1.52 .700 17.78 972 4325 7.0 177.80
27097A 19 E2 Bulk Bulk 396.0 589.3 .060 1.52 .705 17.91 1026 4566 7.0 177.80
27098A 20 E2 Bulk Bulk 425.0 632.5 .060 1.52 .735 18.67 1080 4806 7.4 187.96
27099A 21 E2 Bulk Bulk 438.0 651.7 .060 1.52 .740 18.80 1134 5046 7.4 187.96
27100A 22 E2 Bulk Bulk — — .060 1.52 .760 19.30 1188 5287 7.6 193.04
27101A 23 E2 Bulk Bulk — — .060 1.52 .760 19.30 1242 5527 7.6 193.04
27102A 24 E2 Bulk Bulk 495.0 736.7 .060 1.52 .810 20.57 1296 5767 8.1 205.74
27103A 25 E2 Bulk Bulk 560.0 833.4 .060 1.52 .810 20.57 1350 6008 8.1 205.74
27104A 26 E2 Bulk Bulk — — .060 1.52 .810 20.57 1404 6248 8.1 205.74
27105A 27 E2 Bulk Bulk 587.0 873.5 .080 2.03 .870 22.10 1458 6488 8.7 220.98
27106A 28 E2 Bulk Bulk — — .080 2.03 .910 23.11 1512 6728 9.1 231.14
27107A 29 E2 Bulk Bulk 680.0 1012.0 .080 2.03 .910 23.11 1566 6969 9.1 231.14
27108A 30 E2 Bulk Bulk 639.0 950.8 .080 2.03 .902 22.91 1620 7209 9.0 228.60
27629A 37 E2 Bulk Bulk 768.0 1142.9 .080 2.03 .975 24.77 1998 8891 9.7 246.38
27912A 50 E2 Bulk Bulk 1080.0 1607.3 .080 2.03 1.138 28.91 2700 12015 11.3 287.02

14 AWG Multi-conductor Stranded (7x22) Bare Copper Conductors • Overall Beldfoil® Shield (100% Coverage) with Drain Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27081AS 3 E2 Bulk Bulk 80.0 119.1 .045 1.14 .340 8.64 99 440 3.4 86.36

27082AS 4 E2 Bulk Bulk 105.0 156.3 .045 1.14 .391 9.93 273 1214 3.9 99.06

E2 = Refer to Technical Information section for color code.
† Flat construction; overall shield not available.

†† Twisted Conductors.

Bulk = 5000 ft. or 10,000 ft. put-up one piece, ±10%. Check length available for specific construction.
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UL Control Cable
600V Type TC Cables
Industrial Grade Sunlight- and Oil-Resistant Jackets

Standard 
Lengths

Ft.

Color
Code

mm

Jacket 
Thickness

Inch mm

Nominal 
OD

Lbs. N

Maximum
Pull Tension

Inch

Part
No.Description

Minimum
Bend Radius

m

WeightNo.
of

Cond. Lbs./
1000′ kg/km Inch mm

12345 A S
Start add add
with Conductor, “S” for
core Insulation, optional
Part Jacket Beldfoil
No. type Shield

To Specify:

Conductor, Insulation and Jacket Options

Bare Tinned Insulation/Jacket
A B PVC-Nylon/PVC
C D XLPE/PVC
E F FRPO/PVC
G H XLPE/TPE
K L TPE/TPE
M N PVC-Nylon/Oil Res II
Q R XLPE/CPE
S T XLPE/Haloarrest® 

Drain Wire

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532, ICEA S-95-658
ICEA S-61-402, 
ICEA T-29-520

Note: To specify TC-ER (Exposed Run) rated control cable, simply
replace the second digit of the part number from a 7 to an 8. 
For example: 27080A with TC-ER rating becomes 28080A.

Rip Cord

Rip Cord
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UL Control Cable
600V Type TC Cables
Industrial Grade Sunlight- and Oil-Resistant Jackets

12 AWG Multi-conductor Stranded (7x20) Bare Copper Conductors

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27109A† 2 E2 1000 304.8 74.0 110.0 .045 1.14 .220 5.59 172 765 3.5 88.90

Bulk Bulk 74.0 110.0 x x
.350 8.89

27641A†† 2 E2 Bulk Bulk 86.0 128.0 .045 1.14 .360 9.14 172 765 3.6 91.44

27110A 3 E2 1000 304.8 110.0 163.7 .045 1.14 .374 9.50 258 1148 3.7 93.98
Bulk Bulk 110.0 163.7

27111A 4 E2 1000 304.8 134.0 199.0 .045 1.14 .410 10.41 344 1531 4.1 104.14
Bulk Bulk 134.0 199.0

27112A 5 E2 Bulk Bulk 165.0 245.6 .045 1.14 .450 11.43 430 1914 4.5 114.30

27113A 6 E2 Bulk Bulk 197.0 293.2 .045 1.14 .480 12.19 516 2296 4.8 121.92

27114A 7 E2 Bulk Bulk 216.0 321.5 .045 1.14 .480 12.19 602 2679 4.8 121.92

27115A 8 E2 Bulk Bulk 263.0 391.4 .060 1.52 .560 14.22 688 3062 5.6 142.24

27116A 9 E2 Bulk Bulk 297.0 442.0 .060 1.52 .600 15.24 774 3444 6.0 152.40

27117A 10 E2 Bulk Bulk 324.0 482.2 .060 1.52 .660 16.76 860 3827 6.6 167.64

27118A 11 E2 Bulk Bulk — — .060 1.52 .670 17.02 946 4210 6.7 170.18

27119A 12 E2 Bulk Bulk 378.0 562.5 .060 1.52 .670 17.02 1032 4592 6.7 170.18

27120A 13 E2 Bulk Bulk — — .060 1.52 .700 17.78 1118 4975 7.0 177.80

27121A 14 E2 Bulk Bulk — — .060 1.52 .700 17.78 1204 5358 7.0 177.80

27122A 15 E2 Bulk Bulk 468.0 696.5 .060 1.52 .740 18.80 1290 5741 7.4 187.96

27123A 16 E2 Bulk Bulk 490.0 729.2 .060 1.52 .750 19.05 1376 6123 7.5 190.50

27124A 17 E2 Bulk Bulk — — .060 1.52 .770 19.56 1462 6506 7.7 195.58

27125A 18 E2 Bulk Bulk — — .060 1.52 .770 19.56 1548 6889 7.7 195.58

27126A 19 E2 Bulk Bulk 568.0 845.3 .060 1.52 .790 20.07 1634 7271 7.9 200.66

27127A 20 E2 Bulk Bulk 640.0 952.4 .080 2.03 .870 22.10 1720 7654 8.7 220.98

27128A 21 E2 Bulk Bulk — — .080 2.03 .870 22.10 1806 8037 8.7 220.98

27129A 22 E2 Bulk Bulk — — .080 2.03 .890 22.61 1892 8419 8.9 226.06

27130A 23 E2 Bulk Bulk — — .080 2.03 .890 22.61 1978 8802 8.9 226.06

27131A 24 E2 Bulk Bulk — — .080 2.03 .940 23.88 2064 9185 9.4 238.76

27132A 25 E2 Bulk Bulk 775.0 1153.4 .080 2.03 .960 24.38 2150 9568 9.6 243.84

27133A 26 E2 Bulk Bulk — — .080 2.03 .960 24.38 2236 9950 9.6 243.84

27134A 27 E2 Bulk Bulk 828.0 1232.2 .080 2.03 .960 24.38 2322 10333 9.6 243.84

27135A 28 E2 Bulk Bulk — — .080 2.03 .990 25.15 2408 10716 9.9 251.46

27136A 29 E2 Bulk Bulk — — .080 2.03 .990 25.15 2494 11098 9.9 251.46

27137A 30 E2 Bulk Bulk 910.0 1354.3 .080 2.03 1.020 25.91 2580 11481 10.2 259.08

27630A 37 E2 Bulk Bulk 1100.0 1637.0 .080 2.03 1.090 27.69 3182 14160 10.9 276.86

27634A 50 E2 Bulk Bulk 1450.0 2157.9 .080 2.03 1.300 33.02 4300 19135 13.0 330.20
E2 = Refer to Technical Information section for color code.
† Flat construction; overall shield not available.

†† Twisted Conductors.

Bulk = 5000 ft. or 10,000 ft. put-up one piece, ±10%. Check length available for specific construction.

Standard 
Lengths

Ft.

Color
Code

mm

Jacket 
Thickness

Inch mm

Nominal 
OD

Lbs. N

Maximum
Pull Tension

Inch

Part
No.Description

Minimum
Bend Radius

m

WeightNo.
of

Cond. Lbs./
1000′ kg/km Inch mm

12345 A S
Start add add
with Conductor, “S” for
core Insulation, optional
Part Jacket Beldfoil®
No. type Shield

To Specify:

Conductor, Insulation and Jacket Options

Bare Tinned Insulation/Jacket
A B PVC-Nylon/PVC
C D XLPE/PVC
E F FRPO/PVC
G H XLPE/TPE
K L TPE/TPE
M N PVC-Nylon/Oil Res II
Q R XLPE/CPE
S T XLPE/Haloarrest® 

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

Note: To specify TC-ER (Exposed Run) rated control cable, simply
replace the second digit of the part number from a 7 to an 8. 
For example: 27080A with TC-ER rating becomes 28080A.

Rip Cord
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UL Control Cable
600V Type TC Cables
Industrial Grade Sunlight- and Oil-Resistant Jackets

10 AWG Multi-conductor Stranded (7x18) Bare Copper Conductors

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27138A† 2 E2 Bulk Bulk 83.0 123.5 .045 1.14 .260 6.60 296 1317 4.2 106.68

x x
.420 10.67

27643A†† 2 E2 Bulk Bulk 131.0 195.0 .045 1.14 .420 10.67 296 1317 4.2 106.68

27139A 3 E2 1000 304.8 164.0 244.0 .045 1.14 .450 11.43 444 1976 4.5 114.30
Bulk Bulk 164.0 244.0

27140A 4 E2 1000 304.8 216.0 321.0 .045 1.14 .490 12.45 592 2634 4.9 124.46
Bulk Bulk 216.0 321.0

27141A 5 E2 Bulk Bulk 276.0 410.7 .060 1.52 .570 14.48 740 3293 5.7 144.78

27142A 6 E2 Bulk Bulk 329.0 489.6 .060 1.52 .620 15.75 888 3952 6.2 157.48

27143A 7 E2 Bulk Bulk 361.0 537.2 .060 1.52 .620 15.75 1036 4610 6.2 157.48

27144A 8 E2 Bulk Bulk 411.0 611.7 .060 1.52 .680 17.27 1184 5269 6.8 172.72

27145A 9 E2 Bulk Bulk 465.0 692.0 .060 1.52 .720 18.29 1332 5927 7.2 182.88

27146A 10 E2 Bulk Bulk 542.0 806.6 .060 1.52 .790 20.07 1480 6586 7.9 200.66

27147A 11 E2 Bulk Bulk 582.0 866.0 .060 1.52 .790 20.07 1628 7245 7.9 200.66

27148A 12 E2 Bulk Bulk 620.0 922.7 .080 2.03 .820 20.83 1776 7903 8.2 208.28

8 AWG Multi-conductor Stranded (7x16) Bare Copper Conductors • 10 AWG Bare Copper Ground Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27149A 2 ** Bulk Bulk 220.0 327.4 .060 1.52 .560 14.22 384 1709 5.6 142.24

27150A 3 ** 1000 304.8 354.0 527.0 .060 1.52 .590 14.99 576 2563 5.9 149.86
Bulk Bulk 354.0 527.0

27151A 4 ** Bulk Bulk 394.0 327.4 .060 1.52 .650 16.51 768 3418 6.5 165.10

**ICEA Method 4 Color Code

6 AWG Multi-conductor Stranded (7x14) Bare Copper Conductors • 8 AWG Bare Copper Ground Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27152A 2 ** Bulk Bulk 316.0 434.6 .060 1.52 .630 16.00 610 2715 6.3 160.02

27153A 3 ** 1000 304.8 477.0 710.0 .060 1.52 .670 17.02 915 4072 6.7 170.18
Bulk Bulk 477.0 710.0

27154A 4 ** Bulk Bulk 519.0 759.0 .060 1.52 .730 18.54 1220 5429 7.3 185.42

**ICEA Method 4 Color Code

E2 = Refer to Technical Information section for color code.
† Flat construction; overall shield not available.

†† Twisted Conductors.

Bulk = 5000 ft. or 10,000 ft. put-up one piece, ±10%. Check length available for specific construction.

Standard 
Lengths

Ft.

Color
Code

mm

Jacket 
Thickness

Inch mm

Nominal 
OD

Lbs. N

Maximum
Pull Tension

Inch

Part
No.Description

Minimum
Bend Radius

m

WeightNo.
of

Cond. Lbs./
1000′ kg/km Inch mm

12345 A S
Start add add
with Conductor, “S” for
core Insulation, optional
Part Jacket Beldfoil®
No. type Shield

To Specify:

Conductor, Insulation and Jacket Options

Bare Tinned Insulation/Jacket
A B PVC-Nylon/PVC
C D XLPE/PVC
E F FRPO/PVC
G H XLPE/TPE
K L TPE/TPE
M N PVC-Nylon/Oil Res II
Q R XLPE/CPE
S T XLPE/Haloarrest® 

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

Note: To specify TC-ER (Exposed Run) rated control cable, simply
replace the second digit of the part number from a 7 to an 8. 
For example: 27080A with TC-ER rating becomes 28080A.

Rip Cord

Rip Cord

Rip Cord

케이블 콘(주) 기술지원팀 :: 콘넥터 문의 0707-434-7701 케이블 문의 0707-434-7702

견적문의 Belden114@CableCon.kr / 0707-434-7704 / Fax. 02-744-0909 / www.CableCon.co.kr



I N D U S T R I A L A U T O M A T I O N  &  P R O C E S S  C O N T R O L C A B L E S 18.69

18
•

In
du

st
ria

l C
ab

le
s
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UL Control Cable
600V Type TC Cables
Industrial Grade Sunlight- and Oil-Resistant Jackets

4 AWG Multi-conductor Stranded (7x12) Bare Copper Conductors • 8 AWG Bare Copper Ground Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27155A 2 ** Bulk Bulk 455.0 677.1 .060 1.52 .770 19.56 970 4317 7.7 195.58

27156A 3 ** Bulk Bulk 630.0 937.6 .080 2.03 .820 20.83 1455 6475 8.2 208.28

27157A 4 ** Bulk Bulk 850.0 1265.0 .080 2.03 .950 24.13 1940 8633 9.5 241.30

**ICEA Method 4 Color Code

2 AWG Multi-conductor Stranded (7x10) Bare Copper Conductors • 6 AWG Bare Copper Ground Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27158A 2 ** Bulk Bulk 716.0 1065.6 .080 2.03 .970 24.64 1544 6871 9.7 246.38

27159A 3 ** Bulk Bulk 960.0 1428.7 .080 2.03 .990 25.15 2316 10306 9.9 251.46

27160A 4 ** Bulk Bulk 1213.0 1805.2 .080 2.03 1.090 27.69 3088 13742 10.9 276.86

**ICEA Method 4 Color Code

1 AWG Multi-conductor Stranded (19x14) Bare Copper Conductors • 6 AWG Bare Copper Ground Wire

PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)
27161A 3 ** Bulk Bulk — — .080 2.03 1.120 28.45 2919 12990 11.2 284.48

**ICEA Method 4 Color Code

Bulk = 5000 ft. or 10,000 ft. put-up one piece, ±10%. Check length available for specific construction.

Standard 
Lengths

Ft.

Color
Code

mm

Jacket 
Thickness

Inch mm

Nominal 
OD

Lbs. N

Maximum
Pull Tension

Inch

Part
No.Description

Minimum
Bend Radius

m

WeightNo.
of

Cond. Lbs./
1000′ kg/km Inch mm

12345 A S
Start add add
with Conductor, “S” for
core Insulation, optional
Part Jacket Beldfoil®
No. type Shield

To Specify:

Conductor, Insulation and Jacket Options

Bare Tinned Insulation/Jacket
A B PVC-Nylon/PVC
C D XLPE/PVC
E F FRPO/PVC
G H XLPE/TPE
K L TPE/TPE
M N PVC-Nylon/Oil Res II
Q R XLPE/CPE
S T XLPE/Haloarrest® 

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

NEC: TC, NPLF
FT4/IEEE 1202/383
ICEA S-73-532
ICEA S-95-658
ICEA S-61-402
ICEA T-29-520

Note: To specify TC-ER (Exposed Run) rated control cable, simply
replace the second digit of the part number from a 7 to an 8. 
For example: 27080A with TC-ER rating becomes 28080A.

Rip Cord

Rip Cord

Rip Cord
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