
H O O K - U P &  L E A D  W I R E 3.6

PVC

600V, 105°C (UL & CSA)

UL AWM Style 1283 and 1015 • CSA Type TEW 
9906 6 (133x27) .060 1.52 .331 8.41 100 30.5 11.7 5.3 1–5, 7–10, 13

1000 304.8 122.0 55.5 1–5, 8–10, 13
9904 4 (133x25) .060 1.52 .392 9.96 50 15.2 11.2 5.1 1–5, 7–10, 13

500 152.4 100.5 45.7 1, 2, 4, 9, 10

UL AWM Style 1028 and 1015 
600V, 105°C 
(CSA Type TEW)
VW-1

Product Description

Tinned copper, PVC insulation.

UL AWM Style 1283 and 1015
600V, 105°C
(CSA Type TEW)
VW-1

Product Description

Tinned copper, PVC insulation.

600V, 105°C (UL & CSA)

UL AWM Style 1028 and 1015 • CSA Type TEW
9908 8 (84x27) .045 1.14 .250 6.35 100 30.5 8.0 3.6 2, 4, 9, 10

250 76.2 19.0 8.7 2, 9, 10
8908 8 (133x29) .045 1.14 .262 6.65 250 76.2 18.5 8.4 1–5, 7–10, 13

1500 457.2 115.5 52.4 2, 4, 5, 7, 8, 10

Insulation
Thickness

Inch mm

Nominal OD
Part 
No.

AWG
(stranding)

Ft. m

Standard Lengths Standard
Unit Weight

Lbs. kg

Stock Colors
(See Color Codes
Chart on Page 3.29)Inch mm
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