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Bundled RGB Cable
Miniature and High-Flex Type

Miniature • 30 AWG Stranded (7x38) .012″ TC Cond. • Coaxes: Duofoil® (100% Coverage) + TC Braid (90% Cov.) • Overall: Beldfoil® Shield (100% Cov.)

Foam HDPE Insulation • Inner PVC Jackets (Color Code: See Chart Below) • Overall Black PVC Jacket 
UL AWM 1520A NEC: 3 500 152.4 23.0 10.4 30 AWG .056 1.42 Coaxes: .283 7.19 75 78% 17.3 56.7
Style 1354 CL2 1000 304.8 50.0 22.7 (7x38) Coax OD: Duofoil
(30V 60°C) .012″ .102 2.59 + 90%

TC TC Braid
100.0Ω/M′ Overall:
328.0Ω/km Beldfoil

9.5Ω/M′
31.2Ω/km

1521A NEC: 4 500 152.4 31.0 14.1 same .056 1.42 same .310 7.87
CL2 1000 304.8 60.0 27.3 as Coax OD: as

above .102 2.59 above

1522A NEC: 5 500 152.4 34.5 15.6 same .056 1.42 same .338 8.59
CL2 1000 304.8 67.0 30.4 as Coax OD: as

above .102 2.59 above

High-Flex • 26 AWG Stranded (7x34) .019″ Bare Copper Conductors • Duofoil (100% Coverage) + TC Braid Shield (93% Coverage)

Foam HDPE Insulation • Inner PVC Jackets (Color Code: See Chart Below) • Overall Matte Black PVC Jacket
60°C 1406B — 3 1000 304.8 79.0 35.8 26 AWG .090 2.29 Duofoil .388 9.86 75 78% 17.3 56.7

(7x34) Coax OD: + 93%
.019″ .146 3.71 TC Braid

BC 8.6Ω/M′
41.5Ω/M′ 28.2Ω/km

136.0Ω/km

1407B — 4 1000 304.8 100.0 45.5 same .090 2.29 same .455 11.56
as Coax OD: as

above .146 3.71 above

1417B — 5 1000 304.8 110.0 49.9 same .090 2.29 same .477 12.12
as Coax OD: as

above .146 3.71 above

BC = Bare Copper • DCR = DC Resistance • HDPE = High-density Polyethylene • TC = Tinned Copper

Contact the Belden Customer Service Department for a Comprehensive Connector Cross Reference. 1-800-BELDEN-1. Request quotations of cables not listed.

Color Code Chart

Cond. Color
1 Red

2 Green

3 Blue

4 White

5 Yellow
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1 .8 2.6
5 1.5 4.9

10 2.2 7.2
30 4.0 13.1
50 5.4 17.7

100 8.2 26.9
200 12.5 41.0
400 18.9 62.0
700 26.5 86.9
900 30.8 101.0

1000 32.8 107.6

1 .6 2.0
5 1.3 4.3

10 1.8 5.9
30 3.1 10.2
50 3.9 12.8

100 5.4 17.7
200 7.5 24.6
400 10.4 34.1
700 13.5 44.3
900 15.2 49.9

1000 15.9 52.2
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