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Computer and Instrumentation Cable
Electrical Characteristics — Twinax

Attenuation

A
tt

en
u

at
io

n
 (

d
b

/1
00

 F
t)

Frequency (MHz)

9859, 9272, 9463
9271

9182
9207, 9815

9250

9860

9851

.2

.3

.8

1.0

2.0

3.0

.4
0
.6

4.0

5.0
6.0
7.0

1 2 3 4 5 6 8 10 20 30 40 50

Rise Time

0 to 50% Rise Time (Microseconds)

.1 .2 .3 .4 .5 1.0 3.02.0 4.0 5.0 10.0
100

200

300

400

500

1000

2000

3000

4000

5000

T
ra

n
sm

is
si

o
n

 D
is

ta
n

ce
 (

F
ee

t)

9271

9859,
9272, 
9463

9860

9182

9851

9250,
9450, 
9815

.1

Bit Rate

Bit Rate (Megabits/Sec.)
.2 .3 .4 .5 1.0 3.02.0 4.0 5.0 10.0

100

200

300

400

500

1000

2000

3000

4000

5000

T
ra

n
sm

is
si

o
n

 D
is

ta
n

ce
 (

F
ee

t)

9851

9860

9250,
9207,
9815

9271

9859,
9272,
9463

9182

Transfer Impedance
9271
9851

9272, 9859

9815

9463

9207

9250

9860

0.1

1.0

10.0

100.0

1000.0

.1 1.0 10.0 50.0

(M
ill

io
h

m
s/

M
et

er
)

Frequency (MHz)

케이블 콘(주) 기술지원팀 :: 콘넥터 문의 0707-434-7701 케이블 문의 0707-434-7702

견적문의 Belden114@cablecon.kr / 0707-434-7704 / Fax. 02-744-0909 / www.CableCon.co.kr




